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CAUTION! 


The legal construction and posses- 
sion of a fully automatic weapon is controlled 
by the Bureau of Alcohol, Tobacco, and Fire- 
arms division of the US. Treasury Depart- 
ment. 

‘All conversions must be done by a 
licensed Classi manufacturer. In adaton, an 
authorized application must be secured from 
theB.A.T. F, governmental agency before any 
construction begins. (State and local laws 
may prohibit ownership of this type weapon). 

Information provided in this book is for 
academic purposes only. The publisher, 
‘Butokuka, assumes no responsibilty or liabil- 
ity for illegal or improper firearm modifica- 
tions, which may resultin any gun damage or 
bodily ham. 
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AK-47 HISTORICAL BACKGROUND 


‘The current AK-47 and similar designed 
‘weapons have evolved from the MP 43, a 
select fire carbine chambered forthe 7.92mm 
cartridge. 

During Word War Il, Russian Troops 
captured the German army facilty where the 
MP 43 assault riles were manufactured, Also 
‘seized were several prototype weapon de- 
signe, as well as the personnel working at the 
facility. The newly aquired information, prod- 
ucts, and captives were sent to Russia. 

“The first Soviet weapon manufactured 
in 1946, was the semi automatic SKS, which 
has a 7.62mm X 39mm cartirdge. The SKS 
was soon replaced by the Automat Kalashnikov 
Or AK-47, named atter the weapons designer, 
‘Sgt. Mikhail T. Kalashnikov. 

The AK-47 rfle was used by the Soviet 
Army between 1949 and 1951. In 1959, 
Kalashnikov redesigned the AK-47 and the 
weapon was then known as the AKM. The 
main differences between the two weapons 
are the AKM has a stamped, rather than a 
milled receiver, a ribbed receiver cover, fluted 
‘gas cylinder tube and a rear sight graduating 
t0 1,000 meters. 
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Curentty the Soviets have again 
modified the basic AK design into the AK-74. 
It is chambered with a new 5.45 X 39mm, 
round with very high velocity. The AK:74 
action is scaled down somewhat to accom- 
modate the new round and is the first AK to 
have a muzzel brake. 

‘Another version of the AK isthe Swed- 
ish Valmet and is availabe in both 7.62mm X 
39mm and 5.56m X 45mm Nato calibers. 

The Israli made Gillis still another 
Kalashnikov copy, available in 7.62 Nato, as 
woll as 223. 

‘A sami auto only AKM is produced in 
Egypt and is pure Kalashnikov design, right 
downto the Russian machinery, which Egypt 
acquired in its Pro-Soviet days. 

Other countries atfering weapons with 
the AK design are East Germany, Poland, 
Bulgaria, South Africa, and North Korea. 

The baic design of the AK-47 has not 
been changed in over 40 years, only im- 
proved. The weapon proves to be durable, 
‘extremely reliable and will probably be used in, 
Combat well into the 21st century. 
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INTRODUCTION 


This manual contains necessary blueprints 
and maunfacturing information to make a 
‘semi automatic AK-47 or similar AK design 
into a select fire, fuly automatic weapon. 
(Select fire means the veapon has alever that 
allows the operatorto fre the weaponin either 
one shot bursts, or may select to fire the 
‘weapon in the fully automatic mode). 


——— n|O 
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DEFINING THE TERM "SIMILIAR WEAPON" 


There are many different manufacturers from 
different countries that use the AK-47 design. 
Conversions #1 and #2 should work on the 
following rites: 


Any Calibre 
Callbres Except 08 
Winchester (7.62 X 51mm) 


Please Note: Due to the large amount of 
“similar weapons’ all are not listed. 


‘Theabove information has been providedjust 
as a guide, before you attempt to modiy any 
"similiar" AK weapon, be very sure that the 
Internal parts are the same as the original 
design. 
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BEFORE YOU BEGIN 


STEP #1 Get the proper license and approval 
from the U.S. Government BAT. 


STEP #2 Purchase an AK-47 full auto kit. 


STEP #3 Read through the book several 
times so you are familar with each step of the 
conversion. 


STEP #4 Aquire the tools and equipment 
needed, 


STEP #5 Note: This step is very important! 
f you are not completely familiar with the de- 
sign and function of the trigger disconnector 
assembly, you should study it very carefully. 
Make diagrams, take still pictures or even 
video tape the location of all of the various 
pans. Whatever itakas, you must be able to 
reassemble the complete trigger mechanism. 
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FULL AUTO CONVERSION METHOD #1 


This conversion may be used with the ma- 
chined receiver (receiver Is machined from 
one solid piece of metal) or may be used with 
the stamped receiver (receiver is made from 
stamped sheet meta). 


MACHINED RECEIVER, 


‘STAMPED RECEIVER, 
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‘Themost common method of conversionis to 
purchase the required selectfire partskit. This 
includes the disconnector, hammer, auto 
sear, autosear spring and pin. You must also 
drill the receiver to install the new auto sear. 
‘The location ofthis sear is quite criticaland the 
holes must be drilled exactly in their proper 
location. One way to dothis is to purchase a 
template and simply follow the instructions 
provided with it. 
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FULL AUTO PARTS KIT 
A. Pin 

B. Hammer 

C. Disconnector 

D. Auto Sear 

E. Spring 
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‘STEP 1 


lf youdo not have a template, use the dimen- 
sions on the drawing o! Figure 1 


A Wih the holes marked and center punched. 
Use a small dril (1/8 or smaller) to drila plot 
hole. Check to make sure thatthe holes arein 
their proper location. 


B. Dri a7mm or 9/32" hole onthelettsde and 
a smm o No. 11 size hole on the right 
side. (The safety/selector lever is the right side). 
Note: It atall possible use the metric drill bits, 


C. install the auto sear pinto check proper ft. 
You may have to trim the length cf this,t 
should fit flush or just sightly beyond the re- 
ceiver on the right side. 
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STEP2 


MODIFYING THE BOLT GUIDE RAIL 
METHOD 1 FIGURE 2 


The bolt rail on the right side of the receiver 
must alsobe modified. This must be done so 
the auto sear trip arm will project above the 
bottrail, engaging the cam onthe full auto bolt 
carrier. 


There are two ways to modify the bolt rail 
assembly. Method 1 is to completely remove 
a section ofthis rail (see Fig. 2). Caution: You 
should not remove more that a 1/2" wide 
section, removing more than 1/2" may result 
in the bot dropping into this opening and 
jamming the weapon, 
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MODIFYING THE BOLT GUIDE RAIL 
METHOD 2 FIGURE 2A 


The second way to accompish this is to 
create a slot that he rip lever am of the auto 
Seer will pass through. This slotmethod is the 
best way, but takes a litle more work. It also 
‘works better on the second conversion method 
included in this book, as the length of the slot 
can be made longer to accommodate the 
altered angle of tre auto sear. The length of 
the slot can be increased to end just above 
therivit location, which, is reworked to accept 
the auto sear, 


1, To create this slat you must drill a series of 
holes with a 1/16' dril. Caution: This must be 
done slow and easy so you do not break the 
drillbit or distort the holes. 
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2. With a fil or dremel tool, remove the metal 
between the holes (see Fig. 2A). You may find 
it easier to drill up from the magazine well 
when drilling these holes. 


3, You must also remove the side portion of 
the rail directly below the series of holes, 
allowing the auto sear to rest against the in- 
side of the receiver. 


STEP 3 


REWORKING THE SAFETY 
LEVER STOP 
FIGURE 3 


This stop must be bent out at approximately 
a 45 degree angle, Place a piece cf metal 
approximately 1/8" thick behind this stop and 
against the receiver. Now with a small ham- 
mer, bendthestop soitis parallel with te side 
ofthereceiver. The safety lever nowis alsothe 
selectorlever, Nowthesslector lever will pass 
between this stop and the receiver ( Fig. 3). 
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Figure 3 


15 


Spacer 


SAFETY LEVER 
‘STOP LOCATION 
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STEP 4 


CREATING A SELECTOR LEVER DETENT 
FIGURE 1 


To find the location of the select fire detent, 
move the safety/selector from theupper most 
position down to its lowest position passing 
behind the stop. The safety lever protrusion 
will automaticaly create a mark against the 
receiver, showing its arch of travel. You may 
need to move the safety lever several times to 
easily see the mark. Locate the dimension 
1.060 along the arch measured rom the top 
of the receiver, as in drawing, Figure 1. The 
satety/selector lever will now click into a third 
position which is just below the semi auto- 
matic position. 


‘After you have found the location, you must 
‘create a detent that the selector lever will set 
into (onmost guns this is an elongated groove). 
‘Youray wishta duplicate this detent by using 
a standard rotary fle, readily available for 
dremel tools. This detent can be created by 
using 1/4" drill bit and driling just into the 
metal 

Caution: Do nota mrough themetal, For tne 
location of this detent, see Figure 1-A. 
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STEPS 


FULL AUTO VS, SEMI AUTO 
BOLT CARRIERS 


‘To complete the conversion, your rile must 
have a ful auto bolt carrier. Many AK or 
“similiar rifes importedirto the U.S. have afull 
auto bott carrier, but were manufactured as 
‘semi auto weapons. At this point you must 
determine if your rifle has a full or semi auto 
bolt carrier, The full auto bolt carrier wil have 
the projecting cam surface as shown in 
Figure 6. 


f your bolt carrier does not already have the 
ramp or cam as in Figure 6, it is a semi auto 
bolt carrier and must be modified. 
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MODIFYING THE SEMI AUTO 
BOLT CARRIER - METHOD 1 FIGURE 6 


‘The semi auto bolt carrier does not have the 
auto sear cam surface on the right side, so 
‘one must be created. To do this simply build 
upthe surface bywelding, whichcan easily be 
done with a wire welder. Fill ths area in with 
weld, then grind off the excess. 

See Figure 6. 


MODIFYING THE SEMI AUTO 
BOLT CARRIER 
METHOD 2 FIGURE 6 


‘This cam surface can be created by grinding 
a saperate piece of hardened steel, which is 
then placed onto the carrier, as in Figure 6 
and silver soldered into place. This method 
will give you years of trouble free service. 
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STEP6 
REASSEMBLY 


The final step in your corversion to select fire 
istoreassemble your rile using the pars pro- 
vided the full auto partskit. Do not reuse the 
semi auto hammer. Assemble the trigger dis- 
connector assembly. 


You are ready to check the timing of the bolt 
with the movement of the auto sear, which 
‘should release the hammer when the bot is 
approximately 1/16" to 3/92" from being 
completely closed. If adjustment is needed, 
simply addito or remove some of the ramp or 
cam surtace that was added to the bott carrier 
in the previous steps. 


FULL AUTO CONVERSION METHOD #2 


Important!!! This conversion method will not 
work with a machined receiver. It can only be 
used with a stamped (sheet metal receiver). 
You may however, use conversion method 
#1 on the stamped receiver. 
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STEP 1 


!fyouare not comfortable driling newholes in 
your stamped receiver, there is another way, 
Rather than driling a new sear hole, you can 
use the existing rivet hole on the stamped 
‘semi auto receiver located justin front of the 
hammer. To do this you must frst remove the 
rivet, then enlarge the small rivet holes to 
accept the new autosear pin you received in 
your parts kit. Dril a 7mm or 9/82" hole on the 
leftside and a Smm or No. 11 size hole on the 
right side. 

Note: iat all possibleuse the matric drill sizes, 
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STEP 2 


Modify the bolt guide rai 
See full auto conversion method #1, 
Method 2 Figure 2 A. 


STEP 3 


Rework the safety lever stop. 
‘See full auto conversion Method #1. 
Figure 3. 


STEP 4 


Create a selector lever detent. 
See full auto conversion Method #1 
Figure 1. 


STEPS 


CUTTING AND RELOCATING 
THE AUTO SEAR 
FIGURE 4, ITEM 18 2 


‘Now thettricky partofthisconversion method. 
The auto ssar must be cut and relocated as 
shown in Figure 4, tom 1 & 2. Tho auto sear 
must be cut in half along the inside edge of 
part A, Figure 4, item 3, so that Part A can be 
flipped over or reversed so that the spring 
hole is now on top. 
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Next cut off the lower portion of Part A as 
shown in Figure 4, tem 2, leaving approxi 
‘mately .200" height on the sear face that 
‘connects with the hammer. 
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WELDING THE AUTO SEAR 
BACK TOGETHER 
FIGURE 4 ITEM 3 & 4 


Welding the auto sear back together can be 
done by usnga graphiterodtumed to ftsnug 
through the 5mm pin hole. This will help to 
align the twohalves along with asmall washer 
to make up for the amount of metal removed 
when cut. The .725' should beplusorminus 
.010'. The graphite rod can be purchased 
from your local welding supply house and is 
calleda welding electrode, You can locate the 
new 150 degree angle by instaling both halves 
into the receiver using the now pin anc locat- 
ing the trip lever, Figure 5, Part B, so that it 
rests against the top rail of the receiver. The 
trip lever must pass through the siot that was 
cut out of the guide rail and must rest against 
the inside of the receiver 

Locate Part Aso thatthe top surfaces level or 
parallel wih the top of the recover and je 
engaged and held in place with the sear on 
thehammer. Thesurfaceshould overlap by at 
least 1/16", You may have to trim the trip lever 
and the vertical portion of the guide rail as 
shown in Figure 5. 
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After making sure everything is aligned and 
heldin place, youmay nowspotweld the auto 
sear usinga small wire welder. These special 
welders may be rented from your local equip- 
ment yard. Tack weld the auto sear together 
at this time. (Caution: Take care not to weld 
the auto sear through to the pin inside.) Re- 
move the auto sear from the receiver and 
insert the graphite rod into the auto soar 
before welding. This will help keep the weld 
from distorting the Smm hole, After welding, 
make surethe pin wil ft and move freely, you 
may need to remove all metal shavings from 
the hole. 
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STEP6 
REASSEMBLY 


Youare now ready toreassemble and check 
for proper alignment. Install the auto sear 
‘long wit the spring and insert the pin. Replace 
the bolt and carier into the receiver and 
check for proper movement. With the bolt 
closed, check to see if the hammer sear will 
clear and move under the auto sear. If this 
does not occur, remove ihe auto sear and 
grind justa little more off the botom of Part A, 
Figure §. You may have to do this several 
times until the hammer just passes under the 
auto sear when the bolt is closed. 
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STEP7 


TIMING THE BOLT 
WITH THE AUTO SEAR 


The final step. Time the bolt with the move- 
ment of the auto sear, which should release 
the hammer when the boltis approximately 
1/16" to 3/92" from being completely closed. 


‘This should be accomplished by grinding off 
just the front comer of the semi auto bolt 
carrier, Figure 6 A. 

Caution: Be very careful not to remove too 
much. 


You are now ready to test fire and put your 
weapon to work. 
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